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           ’s series hydraulic cylinders are designed to operate 

in the most demanding conditions at normal pressures 

of 3000psi. The cylinders are available in bore sizes 

ranging from 50mm to 350mm with standard or modified 

mountings, round or square flanges.

They are perfectly interchangeable with any other cylinders 

in the same product category.

The materials used to manufacture the Dual cylinders are 

selected from the best available. The HP Dual components 

are manufactured with the latest sophisticated precision 

equipment.

Each cylinder is assembled and individually tested under 

strict quality conditions.

We also supply purpose designed electric power packs to 

suit your needs, as well as handpumps and our new hand 

drill operated power pack for remote applications.

DHCA
DUAL HYDRAULIC CYLINDER ACTUATOR

PRODUCT SPECIFICATION

TYPE: High Pressure Hydraulic 

Cylinder

BARREL SIZE: 50mm to 350mm

CYLINDER BARREL: Carbon Steel with Polished ID

PISTON ROD MATERIAL: CK45 Chromed Plate

PISTON ROD SIZE: 25mm to 125mm

PRESSURE RATING: 180 - 250 Bar

TEMPERATURE: -30ºC to 100ºC

GLAND BUSHING: Cast Iron

BARREL SEAL: DAS Double Acting Seal

PORTS: Standard BSP

ROD WIPER: T38 Polyester, Ice and Mud 

Scraping Wiper
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CORPORATE HEADQUARTERS:

166 ROTTERDAM ROAD

(CNR ROTTERDAM ROAD & ANTWERP STREET)

APEX, BENONI, GAUTENG, SOUTH AFRICA

PO BOX 12520, BENORYN 1540

TEL: +27 11 422 4326/7

FAX: +27 11 421 7842

EMAIL: SALES@DUALVALVES.COM


